VASARI

The Natural Wall Plaster
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ABOUT VASARI

Vasari Natural Wall Plaster is the most
beautiful, luxurious and affordable wall finishes
available. Also known as Venetian Plaster, it is
composed of finely crushed marble, aged lime
& natural pigments to give you a wall finish
that is closest to nature.

Vasari products are crafted for interior and
semi-exteriors use with unmatched beauty,
versatility and ease of use. Available in
different texture, sheen or colour, Vasari wall
finishes can be compared to finely polished

marble, soft satin, or traditional rustic stucco.

Being natural, Vasari wall finishes are
eco-friendly, odourless, breathable,

luxurious yet affordable.



05 | INTRODUCTION

STORY OF VASARI

Vasari was founded in year 2003 for the love of

art, architecture, history, design and good living.

Headquartered in California of the United
States, Vasari's plasters have graced wall
surfaces in homes, mansions, hotels,
restaurants, boutiques, and hospitals
among other buildings

Vasari offers varieties of beautiful

materials for homeowners to choose from:
Veneziano, Marmorino, Stucco, Corso and
LimePaint.

1 in North Ventu
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VENEZIANO

Veneziano is a versatile traditional plaster used on interiors. It should be
applied in thin layers and is able to create soft and subtle tones as well

as highly polished surfaces.

Veneziano adalah plaster tradisional yang serba boleh digunakan di dalam
bangunan. la perlu digunakan dalam lapisan nipis dan mampu membuat
tona lembut dan halus serta permukaan yang sangat berkilat.

Veneziano 2—MATEREIGNESAAE. ENATEENEELE, HEEBEIE
SR SRR S ECRIIRA.

Product Features:

No Odour Natural
Tiada Bau Semulajadi
TSR MR
Smooth Texture Glossy Effect
I | Tekstur Lembut Kesan Kilat
pyni=p3'65 FEIR
Long Lasting Indoor
< 5 ) | TahanLama Dalam Bangunan
FAM =R

- GVASARI

*Coverage
5 Gallon - 320sqft for 2 layers
2.5 Gallon - 160sqft for 2 layers
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*Colors in the pictures are just an average representation and may vary from the actual tinted materials.






*Coverage
5Gallon - 170sqft for 2 layers

2.5 Gallon - 85sqft for 2 layers
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*Colors in the pictures are just an average representation and may vary from the actual tinted materials.






*Coverage
5 Gallon - 110sgft for 2

2.5 Gallon - 55sqft for Z layeis







17 STUCCO

*Colors in the pictures are just an average representation and may vary from the actual tinted materials.
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*Coverage
5 Gallon - 80sqft for 2 layers

2.5 Gallon - 40sqft for 2 layers
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*Colors in the pictures are just an average representation and may vary from the actual tinted materials.




@02 Ivory

@42 Baby Blue




*Coverage

5 Gallon - 900sqft for 2 layers
2.5 Gallon - 450sqft for 2 layers







25 LIME PAINT

4 Pink

*Colors in the pictures are just an average representation and may vary from the actual tinted materials.



@POZ Ivory
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COLOR CHART

COLOR CHART

GREY COLOR SERIES

The below digital color swatches are an average representation of the actual tinted materials.

As all materials are made from natural minerals, actual tinted materials can vary up to 10%,

depending on the type of material, how the material is applied and the lighting of the

surrounding. It's best to view the actual sample board before deciding on a colour.

* - Premium Color

- Waxing Required

Splashed White 01

Off-White Grey 17

Limestone 48

Cloud Grey 27

Brume Quarter 61

Fossil Grey 31

Mouse Gray 64 *

Cement 49

Stone 65

Charcoal 47

Pewter 63

Dark Charcoal 52

Midnight 70 *

Harbor Grey 71

Pozzolana 74

BROWN COLOR SERIES

Linen White 20 Blond 08 Eggshell 06 Ivory 02 Cream 03 Tan 32 Champagne 19 Pink Champagne 22
Beige 04 Golden Beige 24 Dessert Glow 10 Caramel 26 Peach 33 Bronze 56 * Almond 25 Coffee 46 *
Jasmine 05 Light Gold 13 Rustic Gold 15 Classic Gold 16 ‘Tangerine 59 *




BLUE COLOR SERIES

Tiffany Blue 44

Aqua 45

Baby Blue 42

Sky Blue 41

Royal Blue 51 *

Navy Blue 67 **

Teal 55 **

Grey Blue 66 *

Midnight Blue 73 *A Lavender 96
GREEN COLOR SERIES
Olive 18 Mint 50 Lime 62+ Matcha 12 Avocado 43 Laurel Green 29 “Teal Green 60 *

Pine Green 81 *

Seaweed Green 82 *

RED COLOR SERIES

Sage 100

Sea Green 93*

Pink 54

Apricot 35

Flamingo 36

Pink Orange 37

Brown Red 68

Portuguese Red 38 **

Brick Red 40 *

Coco Rose 30

Pastel Grey 28

Baby Pink 94

Magenta 97 *

Heather Purple 58

Indigo 95 *
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APPLICATION

The below instructions are an average standard of applying Vasari plaster. Depending on
wall condition and type of products, the application methods may vary. It is best to consult
our technical personnel prior to application. You are encouraged to practice on a small

surface or sample board before you start to apply on your wall

1. Tools Preparation

The basic tools to have are masking tape, hawk, trowel, scraper, spatula, corner tool, cloth. Make sure

your trowel is straight and its edges are polished.

Alat asas yang perlu disediakan adalah pita pelekat, condong, kulir, pengikis, spatula, alat sudut, kain.

Pastikan kulir anda lurus dan di bahagian tepinya digilap.

EAFERSNTRERRT, FRIR, FK7, 87), #7], FHEIR, 5. BRIFOEKRDIDSGEEMGEN.

2. Wall Preparation

s

3. First Layer

Make sure the wall is clean, free of dust, cracks, flaking, blistering or holes. Tape the sides of the
wall with masking tape to make sure edges are clean and straight. The wall must be dry

before applying Vasari.

Pastikan dinding bersih, bebas dari sebarang habuk, retak, mengelupas, melepuh atau berlubang
Lekat sisi dinding dengan pita pelekat untuk memastikan di bahagan tepi kemas dan lurus. Dinding

mesti kering sebelum menyapu Vasari

ERREETS, TRE, RRE, A%, TEERRA. BREHSEEASUBRAS TSRS, ERrR
B, SEELARS TEER.

Apply first layer with trowel. Exert just enough pressure to apply the product evenly. No specific

pattern is required. Allow the first layer to dry.

Sapukan lapisan pertama dengan kulir. Gunakan tekanan sekadar yang mencukupi untuk

meletakkannya sehingga sama rata. Tiada corak spesifik diperlukan. Pastikan lapisan pertama kering.

FERARRTIDSRHRE R, ERERREEN—LENE@AAIS. REREIRIER, YRS —BFEAL,
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4. Second Layer
Make sure the first layer is completely dry before applying the second layer. Apply a thin layer with
same pattern stroke throughout the wall. Apply with a little more pressure.

Pastikan lapisan pertama kering sebelum menyapu lapisan kedua. Sapukan lapisan nipis dengan
gaya corak yang sama di seluruh dinding. Sapukan dengan melebikan sedikit tekanan.

BRE-ERSTEARNFREL-E L. ERARNRXERRENS —RESB-RRETE—RE
BAMEE L,

5. Burnishing

Burnish the wall throughout with clean trowel when the second layer is 70% to 80% dry. Make sure
* the trowel is hold at less than 45 degree to avoid scratches. Remove the tape and let the wall to
* natural dry.

+

Licinkan dinding dengan kulir yang bersih semasa lapisan kedua 70% hingga 80% kering. Pastikan

kulir dipegang kurang daripada 45 darjan u~tu< mangzakkan calar. Tanggalkan pita pelekat dan

biarkan dinding menjadi kering dengan send inya

P =THT0%ES0 %A, MAMERETSNHRIDITERR. BREKIMETF4SELUERLGET. BUNR
H, IHEEASRTE.
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Your Plastering Solutions

CAO INDUSTRIES SDN BHD (187571-K)
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Prima‘Selayang, 68100 Selangor, Malaysia.
EMAIL : info@vasarimalaysia.com

Vasarimalaysia
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